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427 DEPARTMENT OF TRANSPORTATION Trans 309.03

Chapter Trans 309
AMBULANCE INSPECTION

Subchapter |—General Provisions Trans 309.14 Environmental climatic equipment.

Trans 309.01 Purpose and scope; construction. Trans 309.15 Exterior ambulance lighting.

Trans 309.02 Deflmthns. Trans 309.16 Interior ambulance lighting.

Trans 309.03  Inspections. ) ) Trans 309.17 Siren and public address system.

Trans 309.04 Specialized emgency medical care vehicles. Trans 309.18 Communications.

Egﬂ: ggggg \S/:r';ggé‘;ase of new or used vehicles for use as ambulances. Trans 309.19 Lettering and markings on ambulances.

Trans 309:08 Documenfation. Trans 309.20 Smoking in ambulances.

Subchapter 11—Vehicle Standards Subchapter II1—Equipment Standards )

Trans 309.09 Patient compartment interior dimensions. Trans 309.21 Stretchers, cots and restraints.

Trans 309.10 Doors. Trans 309.22 Suction aspirator system.

Trans 309.1 Bumpers, steps and stepwells. Trans 309.23 Oxygen equipment.

Trans 309.12 Tires and wheels. Trans 309.24 Medical and sugical equipment.

Trans 309.13 Batteries. Trans 309.25 Standard mandatory miscellaneous equipment.
Note: Chapter Tans 309 createdfettive November 1, 1986 replaces charis (3) “Department” means the department of transportation,

157.

(4) “EMT” has the meaning given in s. 256.01 (5), Stats.
(5) “EMT-intermediate’means an emgency medical tech
nician—intermediate as defined in s. DHBR.D3 (5).

Trans 309.01 Purpose and scope; construction. (6) “EMT-paramedic® means an emgency medical

(1) The purpose of this chapter is poescribe minimum vehicle teCh”'C‘"a“_par?mede def'”fd in's. 256.01 (8), Stats.
andmedical equipment specifications for ambulances and-to es (7) “In—serviceambulance” means an ambulance that is ready
tablish administrative procedures for implementing the ambio take calls, including emgencies, transfers or standibgat a
lanceinspection program under s. 341.085, Stats. specialfunction.

Note: To be licensed as aambulance service provider inisfonsin, all ambu (8) “Inspector”means any @iter or employee of the depart

lancesused by thambulance service provider must be first inspected isgdisin - mentwho is authorized and assiagned to conduct ambulaace in
DOT per ch. Tans 309, ss. DHSL0.04 (1) (b) and (2),11.06 (2) (k) and 12.07 (2) 9

Subchapter |—General Provisions

w. spectionsunder this chapter
(2) This chapter applies to all ambulances in service in this (9) “Medical director” means a medical director as defined in
state. S.256.01 (1), Stats.

(3) (a) This chapter shall be construed by the department to(10) “Person” means any individual, corporation, partner
reasonablyeffectuate the legislative purpose of promotaage, ship, association, the state and political subdivisions thereof and
efficient emegency transportation for the sick, injured and disny municipal corporation. _
abled. (11) "Reserveambulance” means an ambulance kept in re

(b) \ehicles subject to the standards and specifications pRSTVEIN case an in-service ambulance needs to be taken out of ser
scribedin the chapter are also subjecity other administrative VIC€ for repairs. _
rule or statute governing motor vehicle design, construation ~ (12) "Type | ambulance’means a motor truck with a modular
equipment. Unless the express terms or context reqoihes  Unit having a rear window opening or a walk-through from the
wise, this chapter shall be construed as supplementing rather tGahto themodular unit. “¥pe | ambulance” includes a vehicle
conflicting with other such statutes or administrative rules. ~ thatis used for a combination of fire and ambulance purposes.

(c) This chapter prescribes minimum standards applicable to(13) “Type Il ambulance” means van type vehicle cen
all ambulances subject to inspectiamder s. 341.085, Stats. Am Structedor converted with a raised roof.
bulanceservice providers may exceed these minimum standards(14) “Type |l ambulance” means a specialty van and modular
Also, some ambulances may be subject to higher or more resttioit with arear window opening or walk-through from the cab to
tive standards imposed as conditions for receiving fedesist the modular unit.
ancein connection with thacquisition of ambulance vehicles and_History: Cr. Register October 1986, No. 370, éf11-1-86; r (2), (11), renum.
equm.ent.AmbuIancel service provu;lerare respons@le for (asgafg;'(%y% gﬁ‘g’(%i)hﬂj}j&?jﬁ‘gé&ks)tee%,gf)iégﬁy(ﬂb_(i{gé}g)f‘gff_%ﬁ
complyingwith all conditions and requirements, including thoseorrection in (5) made under s. 13.93 (2m)qBtats., RegisteAugust, 1996, No.

i ind i 488;renum. (1) and (7) to (12) to be (1m), {8X10), (12) to (14) and am. (12) and
relatedto color and marking, contained federal assistance (14),cr. (1), (7) and (1), RegisterFebruary1999, No. 518, &f4-1-99;corrections

grantsor agreements. . in (1), 2), (4), (5), (6) and (9) made under s. 13.92 (4) (b) 7., Stats.
History: Cr. RegisterOctobey 1986, No. 370, &f11-1-86; am. (3) (a)Register
ﬁp:rlll,gilé994, No0.460, ef. 5-1-94; am. (2), RegistefFebruary1999, No. 518, &f Trans 309.03 Inspections. (1) No person may use any

motor vehicle for the purpose of providing ambulance services
Trans 309.02 Definitions. As used in this chapter: unlessthe vehicle has been inspected and approved by the-depart
“ o . . ) mentfor use as an ambulance in this state. Except as otherwise
(1) “Advancedskill” has the meaning given 81 DHS 10.03  ,5yided,each ambulance shall be inspected at least biennially to
3). . the satisfaction of the inspector to ensure that the ambulance
(1m) “Ambulance” means any authorized ergency motor meetsthe minimum standards applicable to that vehinieler
vehicle as defined in s. 340.01 (3), Stats., whether privaiely sybchsl, Il and Ill. Whenever the ambulance service provider
publicly owned, which is designed, constructedequippedio  ypgradeso a higher level of provider service, the service provider

transportpatients. shallnotify the inspector When a reserve ambulance is put into
(2) “Ambulanceservice provider” has the meanigigen in s. in—serviceambulance status, it shall meet all requirements of this
256.01(3), Stats. chapter.

Register February1999, No. 518


http://docs.legis.wisconsin.gov/document/register/660/b/toc
http://docs.legis.wisconsin.gov/code/admin_code

Removed byRegister December 2010 No. 6@r current adm. code sé#tp://docs.legis.wisconsin.gov/code/admin_code

Trans 309.03 WISCONSINADMINISTRATIVE CODE 428

(Im) Sub.(1) does not prevenie inspector from doing spot  (6) Thevehicle shall be rendered mftservice and the provid
inspectiongo check for compliance with this chapter er may be assessed monetary penalties when the provider know

(1r) Wheneverthe department receives a complaint aboutiB3lY resists or obstructs the inspector whileittgpector is doing
serviceprovider alleging non-compliance with this chaptee anyactin an oficial capacity and with lawful authorityFor pur

inspectorshall investigateand, where appropriate, inspect thd?0ses of this subsection, “obstrucistludes, without limitation,
provider’sambulances. knowingly giving or demonstrating false information to the in

(2) The ambulance service provider shall present the vehiggector. o . .
for inspection whemotified by the department and shall coeper _ (7) Thepenalty for violating sul(5) (a) to (h) is a forfeiture
atewith the inspectorWhenever possible, the department shafif UP to $50.00 per violation. The penalty for violating sub. (5)
performthe inspections at the ambulance service proigsace 1) is a forfeiture of up to $100.00. The penalty for violating sub.
of business or other site convenient to the ambulance service 3 1S @ forfeiture of up to $200.00.

: ) : f B istory: Cr. RegisterOctobey1986, No. 370, &€f11-1-86; am. (1), (3) (a) and
vider's base of operation. The inspector shall conduct the 'F‘SD%HL intro., r (3) (b) L. b., renum. (3) (b) 1.¢. and d. to be (3) (b) L. b. and c., Register

tion in a manner that will not interfere with the provisioraofbu  April, 1994, No. 460, &5-1-94; am. (1), (3) (b) 1. (intro.), a., b., 2. and (4)an),
lanceservice. (1r) and (5) to (7), RegisteFebruary1999, No. 518, &f4-1-99.

(3) (a) Except as provided in sub. (4), if upon inspection-a ve
hicle is found to be unsafe or improperly constructed or equipg;\éin
for use as an ambulance, or if the ambulance service previder
censehas been revoked, the inspector shall attachOUT OF

SERVICE" stickerto the glass in the rear door of the vehicle. 4 medical services, that are used onlytfansportation of pa
vehiclemay not be put in service as an ambulance while the stic '%htsbetweemospitéls, are exempt from the vehicle equipment

is so displayed. Except as provided in. fa), the “OUT OF SER  gtanqardprescribed in ss.r@ins 309.09 to 30911309.14, 309.15
VICE” sticker maybe removed only by a department authorize ), 309.18 and 309.19 and subch. IIl.

inspectorand only after the deficiencies noted on the inspection (2) A vehicle subject to this section may ietused as a pri

reporthave been corrected, or the ambulance proadieense - i -
hagbeen reinstated, and the vehicle has lne'fmsprécted and ap mary response vehicle, but may beed only for mobile intensive
provedby the depar’tment careor neonatology medical care purposes.
(b) 1. If a vehicle that has been declared “out of service” is (3) A vehicle subject to this section may respond as ar addi
: #8nal resource vehicle during times such as a disastegemzyr

longerto serve as an ambulance, the owner or lessee of the ve & g ; :
- e ' nlocal resources, including mutual aesources, are exceed
shallremovethe “OUT OF SERICE” sticker and all special am 9

! . . ) d.
bU|ancemarkmgS and features from the vehicle, including all 0% History: Cr. RegisterOctobey 1986, No. 370, &f11-1-86; am. (1), Register
thefollowing: April, 1994, No. 460, &5-1-94; am. (2), c(3), RegisterFebruary1999, No. 518,
a. The warning, flood lights and siren unless the vehicle-is b&" 471799
Ing converted for use as another kind of authorized geneyve- Trans 309.05 Exceptions for ambulances in  service before Decem -
hicle. ber 30, 1979. History: = Cr. Register Octobey 1986, No. 370, éf11-1-86; am.
b. Any lettering identifying the vehicle as an ambulance. (1) (d), and (3) (b), RegisteApril, 1994, No. 460, éf5-1-94; r RegisterFebruary
: Y 1999,No. 518, eff 4-1-99.
c. All equipment required in subch. III.

2. The owner or lessee of the vehicle is not required to obtainTrans 309.06 ~Sale or lease of new or used vehicles
approvalfrom the department but shall notify the departmerfor use as ambulances. Any person selling deasing any new
whenhe or she proceeds under this paragraph. or used vehicle that is intended to be used as an ambulance shall

(4) If upon inspection a vehicle is found defective or deficier’ﬁov'dethe purchaser or lessee with a written notice stating that
but, in the judgment of the inspectanay nevertheless be opert evehicle complies witlthe requirements of sstahs 309.09 to
atedas an ambulance without seriouslfeafing the saférans 309_'16'_ ) ) . )
portationof sick, injured or disabled persons, the inspector shalba, e 465w oo ox ) 1260, No- 370, Ei1L=1-86; am., RegisteRpril
notethe deficiency on the ambulance inspection report and shall

specifythe time, not to exceed 30 days, in which the ambulance Trans 309.07 Variances. (1) The department may grant
serviceprovider is required to correct the defect or deficieifcy avariance if it determines that the lack of such variance will create
the defect or deficiency is not corrected within the time allowegn undue hardship imeeting the emgency medical service

the vehicle may not be used as an ambulance. needsof the community the applicant serves.

(5) A vehicle being used as ambulance shall immediately  (2) In determining whether an undue hardship may be created
be rendered oubf service and the service provider may be a# a variance is not granted, the department shall consider all of the
sessed monetary penalty if, upon inspection, the ambulancefisliowing:
foundto have any of the following, and sub. (4) does not apply: (3) Thekind and amount of emgency medical services avail

rans 309.04 Specialized emergency medical care

icles. (1) Inrecognition of their highly specializetesign,

constructiongquipment and function, mobile intensive care units
ndintensive care vehicles designed and equippeddonatole

(&) A malfunctioning brake system. ablein the immediate area served by the applicant.

(b) A faulty exhaust system. (b) The presence of other ambulance service providers-in sur

(c) A faulty battery system. roundingcommunities that might bavailable to assist in emer
genciesthrough mutual aid agreements or other similar arrange

(d) A malfunctioning fuel system.

X ments.
(€) An inadequate on—board oxygen system. (c) The number and type of egencyand nonemeency ser
() An unsafe structure. vice calls made by the applicant within tReyear period immesi
(g) Unsafe tires. ately preceding the date of application.

(h) Ten or more minor violations which, in the opinion of the (d) Any plans developed by the applicant to upgrade the exist
inspectorshows a lack of &rt on the part ofhe service provider ing vehicles to established specifications.
to stay in compliance with this chapter (e) Any other information that may be relevant to the question
() Repeat violations from the previous inspection report wif the need for a variance in the particular case.
no maintenance history or documentation that the problem had(3) Eachapplication for a variance shall be referred by the de
beencorrected. partmentto the department of healtlervices for review and rec

Register February1999, No. 518
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ommendationThe department shall give great weight to such retll ambulances and 42 inches in height fgpd Il ambulances.
ommendationwhen decidingwhether a variance should beTheopening shalprovide clearance to allow access and removal
granted. of a patient strappet a long spine board. Single or double rear
(4) Theissuance of a variance to any person for any amd@adingdoors shall cover a clear opening of not less than 46 inches
lancedoes not exempt that vehicle from the biennial inspection 8 heightand 44 inches in width forypes | and Ill ambulances,
quirementimposed in this chapter andthe manufactures standard forype Il ambulances. The am
(5) Theright to continue operation of an ambulance for whicRulancebody doors shalbe equipped with not less than 250

awaiver or a varianchas been granted or recognized under thifluaréinches of safety glass area per dddwors shall be de
sectionis not transferable to any other person or vehicle. signedfor easy release from both the interior and exterior of the

History: Cr. RegisterOctober1986, No. 370, éf11-1-86; am. (1) and (4), Re ambma_ncebm an aCC'dental_ opening shall be prevebedn in
ister, April, 1994, No. 460, éf5-1-94; r (1) and (4), renum. (2) (a), (b) (intro.), 1. terlocking system that functions even when doors are not com
to5., (5) and (6) to be (1) and (@tro.), (a) to (e), (4) and (5) and am. (2) (intro.) pletely closed. Each door shall haveegtive compression or
to(@)., (4 and {2_)@5&%'(5@?2‘?%‘;21999' No. 518, éf4-1-99;correction in (3) overlappingseals to prevent the entry of dust, water andaiors
may contain recessed compartmentsht® interior for storage of

Trans 309.08 Documentation. (1) RecisTRaTion. At Suppliesand devices.
the time of inspection, the service provider shall open to inspec History: Cr. RegisterOctober 1986, No. 370, éf11-1-86.
tion the proof of current registration on each ambulance to-be in

spected. The proof of registration or copy of it shall be available Trans 309.11 Bumpers, steps and stepwells. ~ Chassis
uponrequest of the inspector at the place of inspection. manufacturer’standard bumpers shall be furnished with the ex

(2) DRuG LIsT. Upon inspection, the service provider shaEeptionOf the rear bumpers oy/pe | and lll ambulancesype |

provideacopy of the current list of approved drugs from the se

vicesmedical directar The list shall statthe minimum amount fr

of each drug the provider will carry on each ambulance.
History: Cr. RegisterFebruary1999, No. 518, &f4-1-99.

nd Il ambulances shall have a sturdy full width rear vehicular

nd body bumpemwith step, secured to the vehigl&hassis—

ame.The rear bumper and step shall be adequate to support

testweight of 500 pounds without flexing or buckling. If the pa

tient compartmentloor is more than 18 inches above the ground
: ona Type Il ambulance, a step shall be installed within 2 inches

Subchapter |1—Vehicle Standards of an equal distance between the groundthadgatient compart

. s ) mentfloor. All bumper steps shall be designed to prevenadoe

_Trans 309.09 Patient compartment interior  dimen - ulationof mud, ice or snow and shall be made of antiskid, open

sions. (1) The patient compartment shall have not less than figh‘ntingmetal. Steps may be ofalding style but may not be o

cubicfeet of space lesE)% deviation for cabinets and shall meetatedwithin or exposed to the interior of the ambulance when the

the following specifications: B o doorsareclosed. All steps shall extend the full width of the door

(a) Length. Measured from the partition to the inside edge @peningfor which theyare provided and shall be not less than 5

therear loading doors, the patient compartment shall be not lesshes nor more than 10 inches in depth.

than 1.6 inches in length. There shhaknot less than 25 inches History: Cr. RegisterOctober 1986, No. 370, &f11-1-86.

andnot more than 30 inches of unobstructed space at the head of

the primary patient, measured from the face of the backrest of theTrans 309.12 Tires and wheels. (1) Each tire shall have

EMT’s seat to the forward edge of the primary cot. notless that/ginch tread depth. The depth shall be measated

(b) Width. After cabinet and cot installation there shall be nét points not less than 15 inches apart in any major tread groove at

lessthan 12 inches nor motkean 24 inches of clear aisle walkwayor near the center of the tire.

betweerthe elevating wheeled cot and the bench seat or nen—ele (2) Wheels,tires and brake drurassemblies shall be in bal

vating cot—bench. A center mounted cot arrangement is permitigace.

aslong as a 12 inch aisle space is maintained. (3) Snowtires with tungsten carbide studs may be installed on

(c) Height. The patient compartment shall be not less than &® ambulance from the 15th day of November each year through
inchesin height over thgatient area measured from the floor tehe 1st day of April of the following year
the ceiling, exclusive of cabinets or equipment agchmetrical (4) Recapped tires may not be installed on any ambulance.
cornersand' edg.es. (5) Tires shall be maintained in good working condition.

(2) Theinterior of the body shall be free of all unnecessary yigory: cr. RegisterOctober 1986, No. 370, &f11-1-86; reprinted to restore
projections.It shall be maintained in a sanitary condition. Albroppedcopy in (1), RegisteApril, 1997, No. 496; am. (1) and (2), (5), Register
hangerr supports for equipment and devices shall be mountggpruary1999, No. 518, éf4-1-99.
asflush as possible with the surrounding surface when neten )

Paddingshall be placed at all head amstructions which may ~ Trans 309.13 Batteries. ~ All ambulances shall be
provedangerous to persons moving about in the patient comp&@uippedaith a 2 omore battery system. All batteries should be
ment.Other exposed edges shall be beveled with not less thategurelyattached to prevent dislocation in the event of an acci
1/8inch radius or chamfeand a 1/2 to 1 inctadius on exposed dent.When mounted outside of the engine compartment the bat
cornersThe finish of the entire patient compartment including if€"y shall be contained in a closed, drained, weather-tight and
teriorsof storage cabinets shall bepervious to soap and water Yentedcompartment in the body skirt, which shall retain the bat
disinfectantsand mildew and shall be fire resistafiny floor to  t€ryin the event of an upset or rollovéhe battery compartment
wall surface joints shall be sealed with an impervious seal. ~dooror cover shall be secured by a latch. Batery cables may

History: Cr. RegisterOctober 1986, No. 370, &f11-1-86; am. (1) (a) and (2), not be spliced.
RegisterApril, 1994, No.460, ef. 5-1-94; corrected to restore dropped ¢cdpagis History: Cr. RegisterOctober1986, No. 370, &f11-1-86am. RegisterFebru
ter, April, 1997, No. 496; am. (1) (c), RegistBebruary1999, No. 518, &f4-1-99.  ary, 1999, No. 518, &4-1-99.

Trans 309.10 Doors. An ambulance shall have 2 urob  Trans 309.14 Environmental climatic  equipment.
structeddoor openings in addition to the doors for the droady  All ambulances shall be equippsidh a complete climate envi
compartmentThere shall be at least one door opening on the rigisnmentalsystem to supply anaaintain clean air conditions and
forward side and a single door or double doors at the rear of teinside temperature at a comfortable level in both driver and pa
patientcompartmentA forward hinged single dopdouble doors tient compartments. The various systems for heating, ventilating
or a sliding type door shall have a minimum rigltte door open andair conditioning may beeparate or combination systems that
ing of 30 inches in width, and 54 inches in height fpgpds | and permitindependent control of environment within each compart

Register February1999, No. 518
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ment.The driver and patient compartmemtvironments may not 4 inches from the mounting surface. Fluorescent fixtures may be
be dependent upon one another in any.way mountedat the intersection of the ceiling and walls, and shall be
History: Cr. RegisterOctober 1986, No. 370, &f11-1-86. equipped with removable covers that positively lock in place.
(3) ltLuminaTioN LEVELS. Normal illuminationin all patient
areasshall be not less than 15 foot candle intensity measured
Oglongthe entire center line of the clear floor without auyside
mbientlight. The primary cot andquad bench shall be provided
lamps,clearance lamps and spot lamps meeting the requirem W §h 35 to 55 foot candles of illumination measured on at least
of ch '347 Stats % of theirsurface Lighting levels shall be controlled by the
' ' ’ EMT with switches owith a fireproofed underwrités laboratory
(2) EMERGENCYWARNING LAMPS. (@) All ambulances shall be approvedrheostat.
equippedwith warning lamps consisting of: ~ History: Cr. RegisterOctobey 1986, No. 370, &f11-1-86; am. (2) and (3), Reg
1. Except as prov|ded in pib)’ 2 top_corner mounted alter ISfter,éfIl'g,glgglt, No. 460, €f5-1-94; am. (2), Registefebruary1999, No. 518,
nating flashing redlamps facing forward with a white flashinge ’ ’

Trans 309.15 Exterior ambulance lighting. (1) GeEN-
ERAL LAMPS. Ambulances shall be equipped witbadlampsdi-
rectionalsignal lamps, tail lamps, stop lamps, parking lamps; si
markerlamps, license plate lamps, backup lamps, hazard warn

light mounted at an equal distance between them; Trans 309.17 Siren and public address system.
2. Exceptas provided in pa(c), 2 top—corner mounted aklter (1) Eachambulance shall have an electricetctronic siren and
natingflashing red lights facing to the rear; amplified public address system. The siren or siren speakers shall
3. Two top—-cornemounted alternating flashing red lightsbe mountedbelow the windshield and forward of the front wheels.
facingto the right side; The siren shall produce wail and yelp sound patterns. The walil
4. Two top—cornemounted alternating flashing red lightssoundpattern shall have both automatic and manual controls.
facingto the left side; and (Im) Thesiren shall be activated by te&ering wheel horn.

5. At least 2red or red and white, flashing or rotating warnind he emegency light control paneshall have a switch marked
lampslocated in, on, behind or in front of the vehisleadiator horn/siren”to activate either the vehictehorn or siren. This
grill. The lamps shall be designed and mounted so as to be plafitlpsectiorapplies to all ambulances that are put in service July 1,
visible and understandable from a distant&00 feet during both 1999.
normalsunlight and hours of darkness. (2) Ambulanceservice providers may not be required to alter

(b) The lights required ipar (a) 1. may be replaced with a lightsirenmountings already installed on ambulances in sepiice

barwith 2 or more rotating or flashing red or red and white light® May 1:C1994- Oetober 1986, No. 370, 1 66 rand
i History: Cr. RegisterOctobey 1! , No. 370, &f11-1-86; r and recrRegister
which COVEI:S the same ar_ea. . April, 1994, No. 460, &5-1-94; am. (1) and (2),.d¢lm), RegisterFebruary1999,
(c) The lights required in pafa) 2. may each be replaced withNo. 518, ef. 4-1-99.

arotating red light revolving or flashing on a horizontal plane. o
(d) Emegency warnindamps may not be obstructed by open Trans 309.18 Communications. (1) Eachambulance
doors. shall have a permanently mounted radio to contact the hospital
(€) Ambulance service providers may not be requireaites emergencydepartment of thospital it serves. There shall be a

h . : icrophoneand speaker permanently mounted in the patient
emergencyvarning lamps already installed on ambulances in s . .
vice prior to November 1, 1986. %%mpartment?l’he radio shall comply with ch. DH3.Q

. (2) Eachambulance service provider operating ambulances

ibl e(f?am-ghri lc%rgrﬁ); ;’Egl ez,eedrgcsalr?cr;e\?e?w?g en?%l?]rtl;ef?ot% k;edpi);?gnnlyc/ g’é affedeither wholly orpartially with EMT practicing advance
; ; kills shall have remote 2-way communications for personnel
of 500 feet during both normal sunlight and hours of darkness; h
I . enthey are away from the ambulance.

(3) FLoopLawmps. Sealed flood lighting units shall be located  igory: Cr. RegisterOctober 1986, No. 370, ef11-1-86; am., RegisteApril,
atthe rear and on the left and right sides of the ambulance.-Flooab4,No. 460, eff 5-1-94; am. (2)Register February1999, No. 518, &f4-1-99;
lamps shalbeintegrally mounted below the roof line but not les§orrection in (1) made under s. 13.92 (4) (b) 7., Stats.
than 75 inches above the ground and may not be obstrbgted . .
opendoors. Each flood lamp shall have a minimum of 800 candlg _"2NS 1302'1?) ILetterlng at?d mafkc'ings onl amblrjn'b.
poweroutput. Flood lighting at the rear shall be arranged to Hlun{ ncefs. (I ) Am duﬁnlf‘;s mar)]/ Iepal_nte a(ljwy colgr or co 'r.‘t‘;" g
natethe ground area immediately surrounding the loadogs. o0 ob cc;ors and shall bear the letering and markings prescribe
The switchesshall be shielded and shall control each side-sedg sub. (2). i . i
rately. (2) Thematerial for lettering and markirghall be a color cen

History: Cr. RegisterOctobey 1986, No. 370, &f 11-1-86; correction in (1) trastingwith the color of the ambulance. The use of reflectorized
madeunder s. 13.93 (2m) (b) 7., Stats., Regjsgril, 1987, No. 376; am. (1), (2) materialfor the lettering and markings is preferred, but is notman
f:ar.)(sf)'i B e a0, Ny E16 el oo, am- (2) (). ()and (). datory. The lettering and markings shall bethe type, size and

locationas follows:

Trans 309.16 Interior ambulance lighting. (1) Driv- (&) The word “AMBULANCE” or “RESCUE SQUAD” in
ERCOMPARTMENT. The driver compartment shall be equipped withlock letters not less than 6 inches high shall be placed on each
a dome lamp, instrument panel lamps and indicators, masséteand on the rear of the vehicle body
switch panel or console lamps and door-open indicatee light (b) Reflectorized striping totaling not less than 4 inches shalll
ing shall be designed and located so that no glare is reflieoted encirclethe entire ambulance body excluding the front &g
surroundingareas to the drives eyes or line of vision from instru top edge of this stripe shall be no higher than 48 inches above the
mentand switch control panels or other areas that are illuminatg@und.This stripe may be broken up by wheel wells, hinges, han
while the vehicle is in motion. dles,windows or lights. Reflectorized lettering may be included

(2) PATIENT COMPARTMENT. The patient compartment shall beaspart of this striping. This striping requirement shall apply to all
equippedwith overheadr dome lighting and switch panel light unitsplaced in service after June 1, 1994.
ing. Only white colored lamps or lenses may be used in the patieritistory: Cr. RegisterOctobey 1986, No. 370, &f11-1-86; renum. from fans
compartmentPatient compartment lights shall Aetomatically is?gf,f:&ﬂg{;‘ig%%gﬁf“g% 1900 No. 160, €5-1-94; am. (1) and (2) (b). Reg
activatedwhen the entrance doors are opened or when otherwise’ T '
controlled by the drivets master switch. Interior light fixtures  Trans 309.20 Smoking in ambulances. No smoking
may not protrude moréhan 1.5 inches. Fluorescent lights that opmay be allowed in any area of the ambulance at any time.
erateon 12 volts maye used, but they may not extend more thanHistory: Cr. RegisterFebruary1999, No. 518, &4-1-99.
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431 DEPARTMENT OF TRANSPORTATION Trans 309.24
Subchapter |I|—Equipment Standards tubingand a rigid nonmetallipharyngeal suction tip and applica
ble accessories and controls.
Trans 309.21 Stretchers, cots and restraints. History: Cr. RegisterOctober 1986, No. 370, &f11-1-86; am., RegisteApril,

(1) Everyambulance shall be equipped wdtihe commercial ele 1994,No. 460, eff 5-1-94; am. RegisteFebruary1999, No. 518, &f4-1-99.
vating wheeled cot maintained in good working order made up
with a sheetand a blanket, one bench seat or a non-elevati
wheeledcot—-bench, and a chair stretcher or a combination stret
er chair with legs and 2 wheels, designed to permit a patient to
carriedon stairways and through other narrow areas. Each-am ; :
lance shall be eqa/ipped with agcrash stable slide, center mou axygen containers shall be secured in a storage compartment.
or equivalent cot fastener assembly of doick relea:s,e type to-se cylinder controls shall be accessible from inside the vehicle.
cure the elevating wheeled cot and the non-elevating wheelﬁgﬁ‘e pressure gauge shall be visible inside the patient compart
I

Trans 309.23 Oxygen equipment. (1) (a) The ambu

ce shall have hospital type piped oxygen system capable of
ringand supplying a minimurof 120 cubic feet of medical ox
n.The main oxygen supply shall have a minimum of 500 PSI.

- ent.The piped oxygen system shall include a pressure regulator
cot-benctto the ambulance bodyhe cot fastener assembly shal resetto 50 PSI line pressure installed at the cylinded nonfer

bethe manufacturés approved bra_cl_<et for t.he cot used. . rouspiping and low pressure hoses suitable for medigpgen.

(2) At least 3 strap-type restraining devicestf@ chest, hip oxygenpiping shall be concealed andt exposed to the elements
andknee shall be provided for eastietcherbench seat and cot o qamage, securely supported, and readily accessible forinspec
to prevent longitudinal or transverse dislodgement of the patig[¥, ang replacement. Oxygen shall be piped to self-sealing out
during transit. Shoulder straps shall be required on the cot stretghs oneduplex oxygen outlet station for the primary patient shall
er. Restraining straps shall be made of nylon or equivalent matgfi ocated on the action wall or a single outlet on the action wall
al and shall be at leasti@ches wide. The straps shall be €ongnqa single outlet on the ceiling above the cot, and one oxygen
structedas a 2-piece assembly with quick release buckles af\Getfor the secondary patient shall be located at the squad bench.
shallbe removable for easy cleaning. _ The oxygen outlet for the primary and secondary patient shall be

(3) Everyambulance shall be equipped with safety belts feiquippedwith a plug-in flowmeter and delivery tube located
thedriver and each passenger in the driver compartmeafey within 40 inches of the EME seat. The flowmeter shall be capa
beltfor the EMTS seat in the patient compartment; @nskts of ple of delivering at least 15 liters per minute.
safety belts for the bench seat or non-elevating wheeled cot- (b) Ambulances wishing to carry liquid oxygen in place of, or

bel_lri‘;hr'”_ tgeRpaitlternct’ ?%mgggé%en;'m 6f11-1-86: am. Regiswapr, 11 20itiON to, the main compressed gas oxygen system shall com
1904.NO. 460, o 5-1-04; am (1), RegisidFebruary 1099, No. 518, 14166, Py With sub. (1) (@), with the exception of the main oxygen supply
needingto have a minimum of 500 PSAmbulances equipped
Trans 309.22 Suction aspirator system. (1) An en  with liquid oxygenshall have documentation available to the in
gine vacuum operated or electrically powered suction aspiragpectoras to the minimum gauge reading that is equivatient
systemshall be providedn the patiens compartment. The 1000liters of oxygen.The ambulance shall be equipped to allow
installedsuction system shall be powerful enough to provide dhe attendant to monitothe tank levels from inside the patient
air flow of at least 20 liters per minute at the end of the deliveppmpartment.
tubeand a vacuum of at least 300 miIIir_neters of mercury to be (2) No water shall be stored in the oxygen system.
reachedwithin 4 seconds after the tube is clamped. Setion  (3) A portable oxygen unit shall be carried. It shall be located
line shall be securely fastened to prevent damage, but shall rem@igra patient compartment door and shall be accessible from out
accessibldor inspection and repaifhe engine vacuum type aspi sjge of the ambulance. The portable oxygen unit shall have at least
rator system shall be connected to a check valve and reserr3 cupic foot container and shall be equipped with a yoke, a pres
chambethaving a volume of not less than 575 cubic inches, in liRgregauge, a non-gravity dependent flowmegedeliverytube
betweerthe vacuum source and the aspiraf@piration suction gngoxygen masks. The portable oxygen supply shall hawiia
shall be connected to a single, plug-self-sealing valve. The mm500 PSI. The unit shall be capable of delivering an oxygen
suctionline connection shall be a labeled, plug=in outlet locatggy of at least 15 liters per minute. Portable cylinders or kits lo
nearthe oxygen outlets, but far enough awapéomit easy han catedin the patient compartment shall be secured with quick—
dling of necessary component parts. The suction syst@ifin-  rejeasesecuring fittings. A full spare cylinder shall be stored in the
clude2 mating outlet fittings or a yoke for the valve connectiolympylanceOxygen masks shall be transparent and disposable.
Theaspirator unit shall be securely mounted modted near the (4) Eachoxygen container shall be of the proper color te cor
primary patient. The vacuum indicator gauge shall be capat_)ler pondwith the color-coding system employed
readingvacuum pressure up tQ 30(.) mm. Hg. The vacuum adjust istory: Cr. RegisterOctober1986, No. 370, éf11-1-86; am. (1) and (3),and
shut-off valves, eithein combination or separately controlledecr.(4) RegisterApril, 1994, No. 460, 65-1-94; renum. (1) to be (3) and am.,
shall control vacuunsetting within 10 mm. Hg. and discontinuecr. (1) (b), am. (3), RegisteFebruary1999, No. 518, &f4-1-99.
aspirationinstantly The collecting bottle shall be nonbreakable . . .
andtransparent with not less than 500hmiding capacityOne Trans 309.24 Medical and surgical —equipment.
spare nonbreakable suction collecting bottle shall be stordd) All ambulances shall be equipped with the following:
nearbyif a disposable bag is not used. The following accessories(@) An automatic, semiautomatic oranual defibrillator as
shall be furnished and stored to be readily available, and shaliSpe&cifiedin the standard operating procedures approvethdy
a single patient use item: one suction rinsing water bottle; ofedicaldirector of theservice, and included in the plan approved
semi-rigidnon-metallic pharyngeal suction tip; at least one spap¥ the department ofiealth services, with appropriately sized
suctiontip andat least one adult and one infant catheter; orifibrillation or conduction pads. This paragraph applies to all
6-footlength or more of translucent wide bore, nonkinisng  “in—service”ambulances.
tion tubing, reasonably thick walled to prevent its collapse under (am) Two transparent nonrebreathing reservoir oxygen masks
high suction. of each size, adult and child, and 2 infant size masks with adequate
(2) Everyambulance shall be equipped with a portabietion  lengthtubing, and 2 adult nasal cannula. All masks, tubing and
unit providing a vacuum of at least 300 mm. Hg. and a free airflg¥@nnulasshall be single-patient use.
rateof at least 15 liters per minute. Units shall be battery powered(b) One bag—valve—mask unit for each size, adult, child and in
units capable of providing at least 20 minutes of continuous epefant. The bag shall be hand-operated, self-refilling with an-accu
tion at the required vacuum and flow levels. The portable suctiorulatorcapable of delivering an Fif 90%, andnay not have
unit shall be fitted with the following single patient use items: oreepop-of valve. The maskortion shall be transparent. The valve
3-footlength or more wide bore, transparent, nonkinking suctigrortion shall be cleardisposable and operable in cold weatler
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child bag shall have geservoir of approximately 450 ml., and an (xm) Infection control personal protective equipment and ma

adultbag shall have a reservoir of at least 1000 ml. terials,including all of the following:
(bm) All in-service ambulanceshall have 2 approved ad 1. Three or more eye protection ur(sll peripheral glasses
vancedairways. or shield).

(br) All in—service ambulances shall carry epinephrine as 2. Three or more sgical masks.
specifiedin the standard operating procedures approvethdy 3. Three or more pairs of nonsterile gloves.

medicaldirector of the service. The service shall carry 2 ampules 4. Three or morgumpsuits or gowns that are disposable and
with approved delivery devices or 2 preloaded syringes, or 2 adiiperviousto body fluids.

and?2 child automatic injection devices. 5. Three or more disposable shoe covers.
(c) One set of oral airways from size 0 to 6. 6. Hand wash of a commercial antimicrobial type, such as a
(d) Six or more nasopharyngeal airways sized from 12 fr to gwelette, spray or liquid.

fr. _ 7. Atleast one commercial sharps container
(dm) Water soluble lubricant. 8. Bio—hazard bags of identifiable color or markings, or both.

(€) Not less than 6, 1030 inch universal or trauma dressings.  (xr) All services shall have latex—free equipment and supplies
(f) Fifty or more sterile gauze pads, 4 x 4 inches gelar  as directed by protocol, approved by the services medical direc
(9) Twelve soft-rolled, self-adhering bandages, 3 inches witier for the treatment, care and used by latex—sensitive patients and

or larger. attendants.
(h) Four sterile occlusive dressings at least 3 inblgeinch (¥) Medications and drugs specified in the standard operating
es. procedures approved by the medical director of the service. This

shallinclude oral glucose in single patient use containers, and epi
nephrineas specified irthe standard operating procedures ap
provedby the medical director of the service, and included in the

(i) Two rolls of medical tape, 2 inches ordar.
(i) Two clean burn sheets.

(k) Eight triangular bandages. planapproved by the department of health services.
(L) Bandage shears, 7 inches ogtar (z) Two cervical-head immobilizer devices capable of being
(m) One lage adult, one regular adult and one child size bloaitached to spine boards.
pressurecuff calibrated to measure within + or —4 mm. Hg. (2) Thefollowing are one patient-use items and shall remain
(n) One stethoscope. sealeduntil the time of use. Unsealed containers of the following
(o) Traction splints. This requirement may be met by one oiay not be kept:
the following: (a) Sterile saline solution.
1. One adult commercial traction splint and documented (b) Liquid oral glucose.
methodologyfor the stabilization of a pediatric femtnacture (c) Epinephrine.
signedby the ambulance providermedical director witappre (3) In additionto the medical and sgical equipment speci
priate equipment. fied in sub. (1), ambulances d&af with EMT-intermediates shalll

~2. One adult angediatric commercial traction splint capablebe equipped with the following:
of immobilizing femur fractures in patients over the age of 4. (a) Sterile intravenous infusion agents, in plastic containers,

3. One adult and one pediatric traction splint. with necessary IV starting equipment, including an assortofent

(p) One short spine board or comparable adult extrication deppropriatelysized adult and pediatrit/ catheters, including
vice with appropriate straps. smallsized catheters to at least 24 gauge.

(q) Two long spine boards or comparable spinal immobiliza (b) Subcutaneous injection equipment.
tion device with appropriate straps. (c) Two advanced airways.

(r) A child size spine board or comparable spinal immobiliza (d) Prepackaged medications, drugs and solutions speicified
tion device with appropriate straps. the standard operating procedures approved by the medical direc

(s) Splinting devices capable of rigid support and immobilizdor of the service and the department of health services.
tion of a joint above and a joitselow an injury made fromanap  (4) In additionto the medical and sgical equipment speci
propriatematerial, such as cardboard, metal, pneumadiciium, fied in subs. (1), (2) and (3), ambulancesfsthby EMT—para
wood or plastic,2 at least 3 feet long, and 2 at least 15 inches longedicsshall carry the following:

(t) Two liters of sterile saline irrigation solution in plastic eon (a) Electrocardiogram monitor with tape printout.

tainers. (b) Two or more intraosseous needles.
(v) Obstetrical kit including all of the following: (c) Endotracheal intubation equipment sg=ecified by the
1. Sterile gloves. medicaldirector ofthe service adequate to cover infants through
2. Scissors or disposable scalpels. adults. o _
3. Two umbilical cord clamps. (d) Medications and drugs specified in the standard operating
4. Sterile dressings. proceduresipproved by the medical director of the servicethad
departmenbf health services.
5. Towels. (e) One pediatric stethoscope.
6. Plastic bags. (f) Pediatric paddles or 2 sets of pads.

~

Blanket or other appropriate heat-reflective material, (4) pediatric and adult size endotracheal tube stylets.
enoughto cover a newborn. (h) Length/weight-based drug dose chart or tape.

8. Bulb syringe. - ; . .
5) No medications, drugs, fluids, solutions or containers shall
(w) A laryngoscope and set of bladesautult and pediatric pg I(<e)pt beyond their expirzgtion date.

sizes,or disposable one—pietaryngoscopes in adult and pesdiat  Higory: cr. RegisterOctober 1986, No. 370, &f11-1-86; am. (1) (a), (M), ()

ric sizes. %?d (g)(a;? (%) (g)) ?.)remén(y.) @) éb) to |(ole) ((1)) (c),d(g ((cl))t?hget) tg b?lgl()j)(d) &o ®. ((11))
. . - - an 0 be and (1) and am. and (1), 0 be and am.
(wm) One adult and one pediatric size Magill forceps. (i) 1) 5 tobe (1) (k) and am. (1) (k). (1) () 1 be (1) (L), (1) (1) to be (1) (&) and am.
(wr) An orthopedic break apart stretcher (1) (s), (2) and (3) to be (3) and (4) and am. (3) and (4{1r(b), (h) (), (2), (za),

b), d (zd). , d (za), (2) and (5pnd , Regi l,
(x) Rigid cervical collars; 2 adult, 2 child and 2 infant. 329524(,%\?())?260(,26% gi)l(—s£%4gzr)a?1nd r(ezgr)(l() )(aa)n (b()E,))?g), Ei)ciiﬁﬁ(&ﬁﬁi'?f{?%
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432-1 DEPARTMENT OF TRANSPORTATION Trans 309.25

(bm), (br), (dm), (V)8., (xm), (xr), (y) and (4) (e) to (h), am. (1) (c), (d), (), (h) to (k) (e) Three reflectors or 3 noncombustible red light sticks with

gké?gé&g: r‘g%é'g”‘(’l)) (()(33) E;‘)) %Q)d ((fg')v(?z)d()‘f)(g)m(jdgdgﬁg ((‘é)) tg"’ge((zlb)) (zc) i Minimum of one~hour service duration.
(wr), (x), (2), (2) (b) and (c) and am. (1) (wr), (2) (b) and (c), RegE&hTuaryl&J% (f) One 12-inch adjustable wrench.
Noos (5 ) 6. an oy ectionsin (1) (a). (), (3) (d) and 4) () made under = (g) One screwdriver for slot head screws with a 1/4 inch blade.
(h) One #2 Phillips screwdriver
Trans 309.25 Standard mandatory miscellaneous (i) One hacksaw and 12-inch blades.

equipment. (1) All ambulances shall be equipped with the fol  (j) One 10-inch locking grip pliers.

lowing: (k) One 16 oz. hammer

(a) One 5-poundninimum fire extinguisher with a 10BC rat L) One 24-inch wrecking bar
ing in a quick-release bracket, mounted in the cab section or al
outsidecompartment and accessible from outside the ambulance

(b) One 2-pound minimum fire extinguisher with a 10BE rat .
ing mounted in a bracket in the patient compartment. (0) One roll of 2-inch duct tape.

(bm) One 5-pound minimum fire extinguisher with a 10BC (2) A splrllr;]g I(;adecli cer?tﬁrbpunchm | d
ratingmounted in a bracket in the patient compartment on all new (2) Small hand tools shall be storda single container an

carried in an easily accessible area.
ambuI?ncesput in service after Apr|I 1,1999. History: Cr. RegisterOctober 1986, No. 370eff. 11-1-86; renum. fromfans.
(c) “No Smoking” signs placed conspicuously in the cab argdo.25,am. (1) (a), renum. (1) (b) and (c) to be (1) (c) ahcr (1) (b), (e) to (p)

m) Impact resistant eye protection.
(n) One pair of leather gloves.

atientcompartment. and(2), RegisterApril, 1994, No. 460, &f5-1-94; reprinted to restore dropped copy
P P . in (1) (9), RegisterApril, 1997, No. 496; cr(1) (bm), am. (2), Registefebruary
(d) Two portable, battery operated lights. 1999,No. 518, ef 4-1-99.
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